
Part Number Configuration

GENIE_NEON 24VDC WHT 90

Category Family Bend (bnd) Operating 
Voltage (ov)

Finish 
(fin)

Light
Colour 
(lc)

Connection 
(con)

Cable 
Length 
(cab)

CRI (cri)

GENIE_NEON SQUARE_LOW
SQUARE_MEDIUM
SQUARE_HIGH

HB
VB

24VDC WHT	
White

2700K	
3000K	
3500K	
4000K	
5500K

E	 End 1

B	 Bottom 1

SL	 Side Left 1

SR	 Side Right 1

CST	 Custom1

STD
CST

90

 	 5W/M (1.5W/FT)	 10W/M (3W/FT)	  17W/M (5.2W/FT)
 	      Lm/M	 Lm/Ft	    Lm/M	 Lm/Ft	      Lm/M	  Lm/Ft

2700K	 359	 109	 706	 215	 1046	 319
3000K	 375	 114	 730	 223	 1102	 336
3500K	 381	 116	 717	 219	 1145	 349
4000K	 369	 112	 691	 211	 1187	 362
5500K	 375	 114	 698	 213	 1273	 388

Project Type
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See connections page for alternative connector types and dimensions.

Dimensions in millimeters.

Length
Available as Standard Length of 5 Meter Reels 
Custom Length 1 available (service charges ap-
ply).  Cuttable every 2”

Operating Voltage (ov) 24V DC
Finish (fin) WHT	 White

Light Colour (lc) 
Correlated Colour Temperature 
(CCT)t

2700K	 Incandescent White
3000K	 Warm White
3500K	 Sand White
4000K	 Neutral White
5000K	 Cool White

Bend (bnd) VB	 Vertical Bend       HB	     Horizontal Bend

Connection (con) 1

E                   End 
B                   Bottom 
SL                  Side Left 
SR                 Side Right

Cable Length (cab) 1
STD     Standard length (1ft./ 30cm) Hardwire Cable 
CST     Custom length cable available
            (service charges  apply).  Specify details.

Beam Angle (ba) Degrees 160°

Light Output 
Lumens

CRI (cri) Colour Rendering Index 90
IP Rating IP67

Dimensions with snap connector
Width, Height, Length

W	 0.63”	 16 mm 
H	 0.59”	 15 mm
L	 Supplied as 5 Meter Reels

Watts 1.5W/FT    3W/FT        5.2W/FT per foot
Input Voltage AC 100V – 240V, 277V	 external transformer

Dimmable Yes	 With external dimmable transformer 
                   TRIAC

Operating Temperature -25˚C to+50˚C             -13˚F to 122˚F
Power Rating = 5W/M when Temp=50 C

Life Lumen Maintenance 50,000 hours
Warranty 3 Years (Extended Warranty Available)

CST

16

15

HORIZONTAL
BEND (HB)

VERTICAL
BEND (VB)

GENIE Neon • Square
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