
BYGENIEI

Project Type

2883 Portland Drive,Oakville, ON, L6H 5S4, Tel.: 1.877.LED.2DAY (1 877.533.2329) ©2022 Due to continuous improvements and innovations, specifications may change without n ice.ot

GENIEI

v20231116

Dimensions in millimeters

 1 SPECIAL ORDER. Please confirm availability. Allow for 6 – 8 weeks lead time. Extra charges may apply.

Part Number Configuration

GENIE_PROFILE COMPACT CST

Category Family Length Finish (fin) Lens (ln)

GENIE_PROFILE COMPACT CST Custom Length SIL Silver
WHT White 1
BLK Black 1

FF Frosted Flat
CF Clear Flat
N None

Finish (fin) SIL Silver WHT White 1 
BLK Black1 

Lens (ln) FF Frosted Flat N None 
CF Clear Flat

Custom Length
 Custom Track lengths available 
Please specify length in inches 
Maximum length is 98.4” per track

Housing Aluminum Alloy

Compatible Lights

GENIE_FLEX-LOW-24VDC-WHT-lc-90
GENIE_FLEX-MEDIUM-24VDC-WHT-lc-90
GENIE_FLEX-HIGH-24VDC-WHT-lc-90
GENIE_FLEX-MAX-24VDC-WHT-lc-90

13

16

10.7

CAN BE SURFACE MOUNTED IN ANY DIRECTION

LIGHT

GENIE Profile • Compact
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GENIE Profile • Compact  •  Surface Mount Clips

Once mounting clips have been screwed onto installation surface, press and click track into mounting clips to secure fixture.

Place clips onto installation surface.
Clips should be positioned for every foot of track.

Secure clips by screwing them
into place.

17.8

15

4.5

Ensure
screw head
completely
flush with 
bottom
of track

Mounting Clip
P/N: CLIP-GENIE_PROFILE-COMPACT 
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GENIE Profile • Compact  •  Surface Mount Rotatable Clips

Once mounting clips have been screwed onto installation surface, press and click track into mounting clips to secure fixture.

Place clips onto installation surface.
Clips should be positioned for every foot of track.

Secure clips by screwing them
into place.

Rotatable Mounting Clip
P/N: CLIP-GENIE_PROFILE-ROTATE

Ensure
screw head
completely
flush with 
bottom
of track

21.4

17.7
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